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used  cooking  oil  and  many  more.  From  the  point  of  view  price  and  available 
capacity  used  cooking  oils  (UCO)  represent  an  attractive  raw  material  for  the 
production of methyl esters (ME) known as biodiesel as alternative fuels for diesel 
engines. The purpose of  this  study  is  to develop a  filtering system  to get a cleaner 
used  cooking  oil  to  produce  biodiesel,  beside  that  to  study  the  effect  of  the  base 
catalyst in producing biodiesel from filtered used cooking oil. The filter is built from 
polypropylene filter beg, PVC vessel and the base made from wood. Determination 
of  the  filtering  system    effectiveness  and  the  effect  of  the  catalyst  is  by  using  gas 
chromatography  (GC)  to detect  the presence of methyl palmitate  that  is one of  the 
component  in methyl ester. From  this  result of  the experiment  the  filtering  system 





rapeseed,  minyak  sayuran,  minyak  masak  terpakai  dan  lain­lain  sumber.  Dari 
segi harga dan quantity minyak masak terpakai boleh menjadi satu bahan mentah 
yang  menarik  dalam  menghasilkan  metil  ester  juga  dikenali  sebagai  biodiesel 
yang bertindak sebagai satu bahan baker alternatif untuk kenderaan berenjinkan 
diesel.  Tujuan  penyelidikan  ini  adalah  untuk  membina  satu  sistem  penapisan 
minyak  masak  terpakai  untuk  menghasilkan  minyak  masak  yang  lebih  bersih 
dalam menghasilkan biodiesel di samping itu juga, penyelidikan ini adalah untuk 
mengkaji  kesan  pemangkin  dalam  menghasilkan  biodiesel  daripada  minyak 
masak  terpakai.  Penapisan  minyak  ini  dihasilkan  dari  pada  beg  penapis  jenis 
polypropylene,  bekas  PVC  dan  diletakkan  pada  papan  sebagai  tapak  sistem 
penapisan itu. Untuk mengetahui keberkesanan sistem penapisan minyak itu dan 
kesan  pemangkin,  Lima  sampel  dianalisis  menggunakan  Kromatografi  Gas. 
Keputusan  daripada  analisis  tersebut  menunjukkan  bahawa  sistem  penapisan 
minyak  itu  boleh  digunapakai  dan  jumlah  pemangkin  yang  digunakan  adalah 
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production of  an alternative  for petroleum­based diesel  fuel. Various products derived 
from  vegetable  oils  have  been  proposed  as  an  alternative  fuel  for  diesel  engines, 
including  neat  vegetable oil, mixtures of  vegetable oil with petroleum diesel  fuel,  and 
alcohol esters of vegetable oils. Alcohol esters of vegetable oils appear  to be  the most 
promising  alternative  [1].  Vegetable  oils  are  triglycerides  and  glycerin  esters  of  fatty 
acids;  alcohol esters of  fatty  acids have been prepared by  the  transesterification of  the 





the World  Exhibition  in  Paris  in  1900.  He  used  100%  peanut  oil  as  fuel.  Dr.  Diesel 
originally  intended  that  the  diesel  engine  be  fueled  by  a  variety  of  fuels,  including 
vegetable oil and mineral oil. He promoted the use of vegetable oil as fuel by suggesting 
that it would greatly benefit the development of agriculture in countries that utilized this 
potential  [2].  The  adoption  of  petroleum­based  fuel  as  the  primary  fuel  for  the  diesel
2 
engine  was  an  arbitrary  decision  that  was  largely  influenced  by  the  cheaper  costs  of 
petroleum at the time. 
The  important  process  in  converting  used  cooking  oil  (UCO)  to  biodiesel  is 
transesterification and filtering system. Transesterification is  the process of exchanging 





In  this  study, UCO  is used as  the  raw materials  due  to  the significant disposal 
problem  caused  by  UCO which  contributes  to  the  pollution  of  the  environment.  The 
present of methyl esters in vegetable oils are considered a real alternative to liquid fossil 






impurity  in  UCO.  Batch  operations  will  be  used  instead  of  the  continuous  process 
because  there  are  lots  of  advantages.  Some of  the  advantages  are  low  in  cost,  low  in 
control and it also has a greater flexibility compared to other operations. 
1.2  Problem Statement 
Malaysia  is  looking  for  the  renewable sources  that can be use  to  substitute  the 









In a search  for an alternative fuel  that can substitute the petrol diesel,  there are 
many sources available that can be used as raw materials to produce fuel. One of them is 
used cooking oil (UCO) which contributes to the pollution and will harm the food chain 
that  can  lead  to unhealthy  human being. However,  the  cost  to produce biodiesel  from 
UCO is expensive. This is due to the fact that it needs to be treated first to make sure it is 
free from contaminate. 
UCO  also  contribute  to  the  water  pollution.  There  are  many  causes  for  water 
pollution but two general categories exits. One of them is UCO, those fluids of varying 






Although  oil  does  break  down  in water  it  uses  up  vast  amounts  of  oxygen  in  the 




support  full  biological  diversity,  deforestation  from  acid  rain,  and  many  more  other 
effects.[5] 
1.3  Objective and Scope 
The  objective  of  this  research  is  to  develop  a  filtering  system  to  produce 
biodiesel from UCO with the scope of this research are:­ 
i.  To  develop  the  filtering  system  to  get  a  cleaner  used  cooking  oil  to  produce 
biodiesel. 
ii.  To  study  the  effect  of  the  catalyst  in  producing  biodiesel  from  filtered  used 
cooking oil. 
1.4  Research Contribution 
This  research can  help  in minimizing  the environmental  impact    cause by used 
cooking oil  and unhealthy  food chain  if  the used cooking oil  is use  to produce animal 




This  thesis  has  5  chapters.  Chapter  1  introduces  production  and  history  of 
biodiesel. It is also includes objective, scope and problem statement. Chapter 2 is about 
literature  review  which  includes  the  definitions  of  biodiesel,  chemical  reaction  that 
happen in producing biodiesel from used cooking oils, and more about filtering system. 
In Chapter 3, the methodology in designing and developing the filtering system, and also 





Figure  1.1  shows  the  Gantt  chart  used  for  Industrial  Project  2  in  doing  the 
experimental  and  fabrication  work  for  this  project.  The  Gantt  chart  is  important  in 





























2.2  Used Cooking Oil (UCO) as a Raw Materials 
Recently,  the  usage  of  vegetable  oils  as  biodiesel  has  become more  attractive 




not now petroleum competitive  fuels because  they  are more expensive  than petroleum 
fuels.  However,  with  the  recent  increases  in  petroleum  prices  and  the  uncertainties 
concerning  petroleum  availability,  there  is  renewed  interest  in  using  vegetable  oils  in 
diesel engines. The success of rapeseed ethyl ester production would mean that biodiesel
8 
main  raw materials would  be  agriculturally  produced,  renewable  and  environmentally 
friendly. 
UCO  is  generated  in  large  quantities  during  food  preparation  especially  in  the 
fast  food  network,  large  restaurants,  dinning  room  and  many  more.  The  oil  is  then 
transported to animal feed producers where it  is mixed with various animal feeds to go 
back into the food chain. This phenomenon is unhealthy for human being because it can 
cause  health  problems.  Figure  2.1  shows  the  food  chain  that  involves  UCO.  Human 
being  cook  their  meals  with  cooking  oil.  This  oil  is  not  100%  consumed  during  the 
process  and  left  as  wastages.  These  wastages  (i.e.  used  cooking  oil)  largely  used  in 
making the animal  feeds. These animals are then consumed back by the human being. 
From the chain human indirectly eat used cooking oil that contains free fatty acids that is 
not  good  for  health.  (Source:  Philip  Calais  (environmental  science) &AR Tony  Clark 
(Western Australia Renewable Association Inc)) 
Figure 2.1: The Food Chain that involve used cooking oil 







water,  which  enters  the  fat  together  with  the  fried  food.  Part  of  the  water  quickly 
evaporates, but a certain part dissolves in the fat and induces its cleavage to give higher 
fatty acids  and glycerol. Oxygen,  from  the air, dissolved  in  the  fat  reacts mainly with 
unsaturated  acylglycerols  (AG)  resulting  in  the  development  of  various  oxidation 





Filtration  is  a  technique  used  either  to  remove  impurities  from  an  organic 
solution  or  to  isolate  an  organic  solid.  The  two  types  of  filtration  commonly  used  in 
organic chemistry laboratories are gravity filtration and vacuum or suction filtration. 
2.3.1  Gravity filtration 
Gravity  filtration  is  the method  of  choice  to  remove  solid  impurities  from  an 
organic  liquid. The  "impurity"  can  be  a  drying  agent  or  an  undesired  side  product  or 




Polypropylene  is  one  of  those  rather  versatile  polymers  out  there.  It  serves 
double duty, both as a plastic  and as a  fiber. As a plastic  it's used  to make  things  like 






colored  polypropylene,  and  because  polypropylene  doesn't  absorb  water,  like  nylon 
does. 
Structurally,  it's  a  vinyl  polymer,  and  is  similar  to  polyethylene,  only  that  on 
every  other  carbon  atom  in  the  backbone  chain  has  a  methyl  group  attached  to  it. 
Polypropylene  can  be  made  from  the  monomer  propylene  by  Ziegler­Natta 
polymerization and by metallocene catalysis polymerization. 
Polypropylene  filter  beg  (figure  2.1)  is  suitable  for  filtering  the  cooking  oil 
because it is the most economical way for filtration of highly viscous fluids like oil and 
for  the  fluids with higher contaminant  level. Since oil  is very viscous fluid,  it  requires 
large  surface  area  for  filtration.  It  is  fabricated  using  high  dirt  holding  media  that 
provides consistent particle retention. Longer life reduces purchase cost, downtimes due 





Polypropylene  filter bag  is unique, graduated  layering of media  starting with a 
built in pre filter inner layer and progressing to the tighter outer layer. The particles are 
systematically  removed  as  fluid  travels  through  multiple  layers  with  each  individual 
layer  performing  a  special  function.  It  has  the  lowest  standard  deviation  of  any  other 







Filtering  system  is  essential  to  remove  the  presence  of  particles  from  the used 
cooking  oil  to make  sure  that  the  oil  is  free  from  impurity.  Filtering  oil will  remove 
contaminate  from  used  cooking  oil.  Heating  oil  will  allow  quicker  filtration  but  also 
allow oil components with a higher melt point through the filter [11] 
Filtration  is  the  separation  of  two  phases;  particulates  form  an  example  solid 
particles  or  liquid  droplets  and  liquid  or  gas  from  a  mixture  by  passing  the  mixture 
through  a  porous  medium.  Filtration  is  often  referred  to  as  a  mechanical  separation 
because the separation is accomplished by physical means. This mean filtration does not 
preclude  chemical  or  thermal  pretreatment.  In  the  filtration  system  in  (Figure  2.2)  the 
porous filtration medium is housed in housing, with flow of liquid in and out. A driving 
force, usually in the form of a static pressure difference, must be applied to achieve flow 
through  the  filter  medium.  Filtration  processes  can  be  separated  into  two  broad 
categories which must be dealt with separately. These two categories are cake filtration 
and depth filtration.
